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Key features
•  Easily monitor cooking progress 
   - Oven has glass panelled door 

•   Ideal for adding capacity & versatility within a small 
footprint 
- Designed to allow 600mm wide (or 2 x 300 mm wide) 
Pro-Lite units to be located on top 

•   Easy install 
- Comes supplied with 13A plug on 2m cable

•   Six shelf positions, 3 shelves supplied 
- Anti-tilt shelves to prevent them being accidentally 
pulled out            

Accessories
• Additional oven shelf

Similar Models
• E711 countertop convection oven

Specification details
Electrical rating (kW) 2.75

Electrical supply voltage 230V~

Electrical current split (A) L1: 13

Oven dimensions (w x d x h - mm) 465 x 415 x 410

Shelf size (w x d - mm) 430 x 315

Weight (kg) 41

Packed weight (kg) 42

Dimensions (w x d x h - mm) 600 x 550 x 650

Packed dimensions (w x d x h - mm) 650 x 600 x 800

GTIN number 5056466905873

Installation notes
Adequate ventilation must be provided to supply sufficient fresh air for combustion and to allow easy removal of any such products that 
may present a risk to health. Please consult current legislation for details that relate to specific locations.
Install unit on a level, fireproof surface in a well-lit, draught free position. A clearance of 150mm should be observed between appliance 
and any combustible wall.




