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Falcon

PRO-LITE

Lt P Core Wl

Key features Accessories

« Perfect for bulk and individual pasta portions - LDI115 Hotcupboard pedestal
- Supplied with 6 x portion-sized baskets and one - LD129 Open shelf
large basket

+ 10 litre capacity tank . .
- Front mounted valve for ease of draining Sl mi Iq r MOdeIS
« Easy install

- Countertop model comes supplied with 13A plug - E3204 pasta cooker

« Easy to clean + G3203 pasta boiler

- Elements lift out for ease of cleaning + G3206 pasta boiler

Specification 0{&'(21((,9

Electrical rating (kW) 2.75
Electrical supply voltage 230V~
Electrical current split (A) L1:13
Water capacity (litres) 10

Weight (kg) 12.5
Packed weight (kg) 14
Dimensions (w x d x h - mm) 300 x 630 x 285
Packed dimensions (w x d x h - mm) 350 x 700 x 450
GTIN number 5056466305880

Installation notes

Adequate ventilation must be provided to supply sufficient fresh air for combustion and to allow easy removal of any such products that
may present a risk to health. Please consult current legislation for details that relate to specific locations.

Install unit on a level, fireproof surface in a well-lit, draught free position. A clearance of 1I50mm should be observed between appliance
and any combustible wall.
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